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Electronic Dice 
Introduction 
The Electronic Dice soldering kit produces a random number when a button is 
pressed.​
The number is displayed on seven LEDs arranged in the pattern of a classic dice 
face. 
Use a soldering iron or soldering station for assembly.​
Melt the solder at temperatures between 250–350 °C.​
Exercise special caution to avoid burns. 
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Circuit Diagram 

 

Parts List 
Before starting, verify that all listed components are included. 
 

Designation Component Details Qty 

R1-R8, R13 Resistor 10k 9 pcs 

R9-R12 Resistor 330R 4 pcs 

R14 Resistor 4M7 1 pc 

R15 Resistor 300k 1 pc 

R16-R17 Resistor 100k 2 pcs 

C1-C2 Capacitor 100nF 2 pcs 

C3 Capacitor 10uF 1 pc 

T1-T3 Transistor BC547 3 pcs 

T4-T5 Transistor BC557C 2 pcs 

LED1-LED7 THT LED - 7 pcs 

S1 Push Button - 1 pc 

S2 Switch - 1 pc 

IC1 Timer IC NE555 1 pc 

IC2 Counter IC CD4017BE 1 pc 

DIL8 IC Socket - 1 pc 

DIL16 IC Socket - 1 pc 

BAT1 Battery Holder - 1 pc 

D1 Diode - 1 pc 

PCB Printed Circuit Board Electronic Dice 1 pc 
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R1-R8, R13 R9-R12 R14 R15 
Resistor Resistor Resistor Resistor 

9 pcs 4 pcs 1 pc 1 pc 
10k 330R 4M7 300k 

    

 
  

 

R16-R17 C1-C2 C3 D1 
Resistor Capacitor Capacitor Diode 

2 pcs 2 pcs 1 pc 1 pc 
100k 100nF 10uF  

    

    

T1-T3 T4-T5 S1 S2 
Transistor Transistor Push Button Switch 

3 pcs 2 pcs 1 pc 1 pc 
BC547 BC557C   
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​

   

IC1 IC2 DIL8 DIL16 
Timer IC Counter IC IC Socket IC Socket 

1 pc 1 pc 1 pc 1 pc 

    

  

 

LED1-LED7 BAT1  
THT LED Battery Holder  

7 pcs 1 pc  
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Assembly 
Resistors 
Place resistors R1–R17 on the printed circuit board first.​
Resistor orientation does not matter—they work the same in both directions. 
 

     

R1-R8, R13 R9-R12 R14 R15 R16-R17 
10k 330R 4M7 300k 100k 
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Diode 
Observe correct diode polarity when soldering D1.​
The diode has a stripe on one side, which is also marked on the PCB. 
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D1 
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IC Socket 
Integrated circuits IC1 and IC2 are sensitive components and can be easily 
damaged.​
Therefore, DIL8 and DIL16 sockets are used, into which the ICs will be inserted 
later. 
When soldering the sockets, pay attention to the notch on one side—this 
indicates the correct orientation. 
 
 
🔺 Do not insert the integrated circuits at this stage. 
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DIL8, DIL16 
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Capacitors 
Capacitors C1 and C2 are ceramic—orientation does not matter.​
 
Capacitor C3 is electrolytic.​
Pay attention to polarity.​
Correct orientation is marked on both the PCB and the capacitor itself. 
 
 
 
 
 
 
 
 

      
 
 

 

8 
 

 
 

C1-C2 C3 
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LEDs 
Now install the THT LEDs LED1–LED7.​
 
Pay close attention to correct LED polarity when inserting.​
The shorter leg is negative (–), the longer leg is positive (+).​
Insert the longer leg into the round hole marked with a plus sign. 
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LED1-LED7 
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Transistors 
Transistors T1–T5 are very sensitive to heat.​
Solder pins one at a time, taking long breaks between soldering steps to avoid 
damage. 

●​ T1–T3: BC547 
●​ T4–T5: BC557C 

 
The transistor polarity is marked on the PCB 
by a semicircle—this must match the shape of 
the transistor. 
 
⚠️ Warning: Transistors T1–T3 are a different 
type than T4–T5.​
Ensure you solder the correct transistor type in the correct position. 
 
 
 

  
 

The dot on transistors T4–T5 is for illustration only and helps to distinguish them 
in the diagram. 
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T1-T3 T4-T5 

BC547 BC557C 
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Push Button 
Install push button S1 according to the marking on the PCB.​
Orientation does not matter and does not affect functionality. 
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S1 
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Switch 
Next, solder switch S2.​
This component has no defined polarity and can be soldered in either direction. 
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S2 
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Battery Holder 
Mount battery holder BAT1 on the backside of the PCB.​
When soldering, take special care not to damage surrounding components.​
Solder the red wire to the hole marked with a plus sign. 
The battery holder can be attached to the underside of the PCB with 
double-sided tape or a hot glue gun. 
 
Do not insert the batteries at this stage. 
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BAT1 
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Integrated Circuits 
Now insert integrated circuits IC1 and IC2.​
As with soldering the sockets, pay attention to correct orientation.​
The IC package has a notch on one side that must align with the notch on the 
socket. 
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IC1-IC2 
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Testing 
Insert the batteries now.​
Turn on the dice using the switch.​
Press the button to generate a random number. 
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Tips & Troubleshooting 
 

Power-Up 
If all steps have been followed correctly, the dice should work immediately after 
inserting the batteries and switching it on. 
 

Possible Issues 
●​ Short circuits – Two adjacent pins may be accidentally connected, 

creating an unwanted conductive path. 
●​ Cold solder joints – A solder connection may not have been completed 

properly and lacks electrical contact. 
●​ Incorrect orientation – Components may be installed in the wrong 

direction; check all positions and polarities according to the manual. 
●​ Misplaced components – Components may have been installed in the 

wrong positions (e.g., resistors in incorrect locations). 
●​ Heat-damaged components – Some parts may have been damaged by 

excessive heat during soldering. Identify and replace the affected 
component. 

 

How It Works 
The key component is the integrated circuit 74HC4017, which functions as a 
decade counter.​
This component has ten outputs (hence "decade"), where a logical high signal 
("1") is output sequentially.​
On the first pulse, the high signal appears at output Q0, while all other outputs 
are low ("0").​
On the next pulse, the high signal moves to Q1, with all others remaining low.​
This process repeats continuously with each pulse. 
These outputs are connected to transistors that switch the LEDs.​
By cleverly wiring LEDs and transistors, activating a single output pin lights a 
specific number of LEDs in a configuration representing a dice number.​
By the correct combination of outputs, the dice numbers are displayed 
sequentially. 
The pulses controlling the decade counter are generated by the second 
integrated circuit NE555.​
The frequency of this signal can be controlled by the voltage on the input pin.​
As a capacitor gradually charges, this voltage changes, slowing the frequency 
until it stops completely.​
Pressing the button starts the capacitor's charging process. 
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